
 

 2001-01-01, LJL   Art. No. 
AP 660 0 

Brand 
Aprilia 

Model 
RS 660 

Year 
2021 

Date 
2021-02-18 

Total length 
309 

+0.5 
-5.5 

Stroke 
51 

Type 
S46HR1C1L 

 
      

Head  
01282-17 

533-01 
 

Body 
04211-41 (136.5) 

Shaft 
05500-06 (153) 

End-eye 
03110-01 

03109-01 
01059-07 

Reservoir tube 
00302-02 

Reservoir top 
00862-02 

Internal spacer 
      

01269-03 
      

Hose 
00637-22 (275-90) 

Gas piston 
00305-01 

Shaft jet 
05665-18 

Adjustment valve 
05655-04 

Valve stop 
00519-08+01132-02 

Piston 
01114-14 

Adjustment shaft 
00566-84 (93.6) 

Internal stop 
01131-04 

Seal head 
05129-09 

 
Compression shims 
1.   00520-38(6x) 

Rebound shims 
1.   00525-34 (6x) 

Compr. Adjuster assy nr. 
 01250-14 

Hose fitting code. 
 -/180/150/A 

 
2.   00520-36 (3x) 

 
2.   00525-32 (4x) 

Comp valve. 
       

Sticker fitting code. 
 1/2/135/1/2/1 

 
3.   00520-34 

 
3.   00530-30 (3x) 

Comp adjust spring 
       

Hose fitting code hydr. p-l adj. 
 - 

 
4.   00520-32 

 
4.   00530-28 

Shims 
1.  00185-12 

Sticker fitting code hydr. p-l adj. 
 - 

 
5.   00520-30 

 
5.   00530-26 

 
2.  00186-12 

Assy.drawing no. 
 AP 660 

 
6.   00520-28 

 
6.   00530-23 

 
3.  00185-18 

Assy.instruction drawing no. 
 03502-01 

 
7.   00525-26 

 
7.   00530-21 

 
4.  00186-16 

Process inspection sheet. 
 general 

 
8.   00525-23 

 
8.   00519-05 

 
5.  00186-14 

Process inspection drawing. 
 -- 

 
9.   00525-21 

 
9.   00578-01 (3x) 

 
6.  00186-12 

Mounting instr. customer. 
 MI AP660 

 
10. 00530-19 

 
10. 00539-01 

 
7.        

  
       

 
11.       

 
11.       

 
8.        

 
       

 
12.       

 
12.       

 
9.        

 
       

 
13.       

 
13.       

 
10.      

 
       

 
14.       

 
14.       

 
11.      

 
       

 
15. C60 

 
15. R80 

 
12.CV30 

 
       

 
Spring 
01093-64 (160N/mm) 

Pre-load 
7 mm 

Bearing, cyl. head 
00536-13, 01218-33(2x) 

Bearing. end eye 
00536-13, 01218-33(2x) 

Pre-load adj. 
00531-01, 00532-01 

Spring clip 
1172-01,1173-01,1174-01 

Bump rubber 
00563-05 

Compr. High speed. 
--Turns/--Clicks 

Bracket 
03102-24, 01165-24* 

Spring position 
40.5mm 

Oil lev. /Piston pos 
7mm 

Oil 
01309-XX 

Comp. click  LS. 
10 

Rebound click 
20 

Replaces 
      

Notes 
* Supplied parts 

Fill pressure 
14 bar 

Changes 
      

 
      

Sign. 
             /TAN,         

 
      

 
    

Order nr. 
 

 
      

 
      

Quantity 
 

 
      

Dyno file. 
See dwg AP 948 

Delivery week 
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