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There are two bushings fitted to the headstock - one above and one below - for adjusting
the offset and inclination of the steering axis.

A locator dowel ensure correct assembly and impedes rotation.

With the bushings fitted on the standard production vehicle, the steering axis is parallel to
the headstock axis, but offset forward by 5.5 mm.
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Description

Concentric steering bushes

Steering bushes ++ 1.5 mm

Steering bushes ++~ 3 mm
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Steering bushes ++~ 4.5 mm
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Appendice A
Appendix A

— Montaggio Boccole di Sterzo

— Steering Bush Assembly

Norme di montaggio:

1) Le boccole superiore ed inferiore devono avere lo stesso codice di identificazione

2) Le boccole superiore ed inferiore devono essere montate entrambe con le frecce orientate netlo
stessa direzione (o entrambe verso avanti o entrambe verso indietro)

3) Le boccole di sterzo con lo stesso avanzamento ma con differente codice non possono

essere montate assieme

4) 1t segno '+ significa che it centro del canotto & spostato verso la ructa anteriore {avanti)
5) It segno '~ significa che il centro del canotto & spostata verso la ruota posteriore (indietro)

Assembly rules:

1) Lower and upper bushes must have the same identification code

2) Lower and upper bushes must be assembled with both their arrows oriented in the same direction

{or both forwards or both rearwards})

3) Bushes with the same offset but with different codes can not be assembled togheter
4) '+’ sign means that pivot's centre is moved towards the front wheel (forwards)
5) ' sign means that pivol's centre is moved towards the rear wheel {(rearwards)

ESEMP! CORRETT! DI MONTAGGIO:
CORRECT ASSEMBLY EXAMPLES:
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ESEMPI NON CORRETTI /

FRECCE MONTATE IN DIREZIONE OPOSTA

ARROWS IN OPPOSTE DIRECTIONS

CODICE DIVERSI
DIFFERENT CODES




